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8 General Notes
1. Use of spill concrete curb and gutter requires special Departmental approval, except for "Urban Major Collector General Notes DPIE
Mosed Down Curb Profile Road" design. tcm— I
2. The slope (*) of a spill concrete curb and gutter pan shall be equal to the cross slope of roadway paving. (For temporary use only) APPROVED AS NOTED BY
3. Install expansion joints using 1/2" preformed non-extruding joint filler, at 100' intervals, at the beginning and end gt _ : . BUILDING SECTION
of curves with less than 100’ radii, at structures, and at midpoints of curb returns. 1. The use of Hot Mix Asphalt (HMA) curb requires special approval by the Department.
General Notes 4. All construction joints shall be located at 10" intervals. The contraction joints shall be constructed to a depth 5 o ! Hae » ) fors Gk
1. Install expansion joint (*) using 1/2" preformed nonextruding joint filler at the beginning of curve. equal to 1/4 of the depth of the thickness of the concrete. - Material shall conform to Superpave Mixture Hot Mix Asphalt (HMA) for Surface 9.5mm, -22 or ;
2. Preformed joint ﬁjfm ;,Lu ;ﬁ.‘ifm f:m 153. The bimmf.s fiber type joint shall conform to M 213, with 5. All concrete shall be Class I (MSHA Mix No. 3) air-entrained, unless otherwise approved by the Department. The ?immﬂ:w ngm Fine (SF) mix. m be Pimedd bya wlf-gcmm m.ﬁT Thfm]mﬂﬂhm shall
the bitumen content determined using T 164. surface shall be brush finished. orm curbi is uniform in texture, shape a nsity, and to a template as specified above, unless
3. All concrete shall be Class | (MSHIRE Mix No. 3) air-entrained, unless otherwise approved by the Department. 6. The depressed concrete curb and gutter sections shall be used at all driveway aprons and sidewalk ramps. otherwise approved by the Department.
The surface shall be broom finished. 7. Preformed joint fillers shall conform to M 153. The bituminous fiber type joint shall conform to M 213, with the
4. Provide uniform subgrade under entire roadway section. bitumen content determined using T 164. 3. The base upon which the curb is to be placed shall be clean, dry and stable. It shall be tack coated with asphalt of
8. Granite curb and gutter may be required under certain conditions. the type and amount directed by the Department.
9. Provide uniform subgrade under entire roadway section.
: 10. All new construction within the County right-of-way shall comply with Federal accessibility guidelines of the 4. When required, the curb shall be backfilled with suitable fill material after it has sufficiently hardened, to prevent
s — DEPARTMENT OF PUBLIC WORKS Americans with Disabilities Act and Fair Housing regulations. ackdi i e e
AND TRANSPORTATION Ing regu damage. The backfill shall be consolidated by tamping or rolling.
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